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Abstract  
 
Nafion/clay hybrid membranes with a unique microstructure were synthesized using a 
fundamentally new approach. The new approach is based on depletion aggregation of 
suspended particles - a well-known phenomenon in colloids. For certain concentrations of 
clay and polymer, addition of Nafion solution to clay suspensions in water leads to a gel. 
Using cryo-TEM we show that the clay particles in the hybrid gels form a network 
structure with an average cell size in the order of 500 nm. The hybrid gels are 
subsequently cast to produce hybrid Nafion-clay membranes.  Compared to pure Nafion 
the swelling of the hybrid membranes in water and methanol is dramatically reduced 
while their selectivity (ratio of conductivity over permeability) increases. The small 
decrease of ionic conductivity for the hybrid membranes is more than compensated by 
the large decrease in methanol permeability. Lastly the hybrid membranes are much 
stiffer and can withstand higher temperatures compared to pure Nafion. Both of these 
characteristics are highly desirable for use in fuel cell applications, since a) they will 
allow the use of a thinner membrane circumventing problems associated with the 
membrane resistance and b) enable high temperature applications.     
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Introduction  
 
Polymer electrolyte membrane fuel cells (PEMFCs) are the preferred sources for various 
applications where both high power density and light weight are required. [1-4] Liquid 
fed direct methanol fuel cells (DMFCs) have an advantage over hydrogen-fed fuel cells 
due to a higher energy density per unit volume, existing infrastructure for fuel 
management, and because methanol can be produced from biomass or natural gas. [5-7] 
However, several challenges must be overcome before DMFCs become a competing 
alternative to internal combustions engines. One major drawback in DMFCs is the low 
oxidation kinetics of methanol at temperatures below 100°C, which leads to low 
efficiencies, compared to hydrogen-fed fuel cells. [8,9] Increasing the device operation 
temperature would increase the electro-oxidation activity and improve the performance of 
DMFCs. Unfortunately, state-of-the-art electrolytes such as perfluorosulfonic acid 
(PFSA) polymer membranes, show a loss of performance at temperatures above 100 °C 
due to deterioration of mechanical performance as well as decreased conductivity. 
[10,11] The second major drawback in conventional membranes is a high methanol 
crossover, which leads to depolarization of the cathode and conversion losses in terms of 
lost fuel. [12,13] Ideal polymer membranes should combine high ionic conductivity (>0.1 
S/cm) in a wide range of temperature and hydrations conditions, low fuel permeability, 
mechanical robustness, chemical inertness, electrochemical stability, extended life cycle 
and low cost. The development of polymer electrolyte membranes with all the above 
requirements remains a critical challenge for advancing fuel cell technology. 
 
Fuel cells based on Teflon-like sulfonated polymer membranes such as Nafion are 
currently the workhorse of the industry and serve as the benchmark for future 
development. [14-16] However, Nafion has a low physical strength that limits how thin 
the membrane can be. The conductivity of Nafion is only high when it is sufficiently 
hydrated, limiting the maximum operating temperature to about 80 oC.  Furthermore, the 
long-term stability of Nafion under operating conditions is not sufficient for 
transportation and other applications. 
 
In an effort to circumvent some of the problems with Nafion and related membranes 
several groups have investigated organic/inorganic hybrid membranes. [17-20] Inorganic 
additives include silica, heteropolyacids, metal oxides or solid state ionic conductors, and 
they are incorporated in the membrane by physical mixing or they are generated in-situ 
using sol-gel reactions. [21-31] The expectation was that incorporation of hydrophilic 
inorganic particles will improve water retention and the overall performance of the 
composite membranes. Despite the better water retention at higher temperatures, 
however, the performance of cells based on heteropolyacid based hybrid membranes 
deteriorates over time due to acid leaching out of the membranes.  In addition, the 
conductivity of hybrids, especially those with inorganic particles, which lack mobile 
protons, tends to be lower than that of unmodified membranes and becomes worse as the 
inorganic content increases.    
 
Thus, despite the extensive R&D efforts in both new polymers as well as hybrid systems, 
the ideal material has yet to emerge.  By and large hybrid membranes investigated to date 
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tend to be lacking in one or more of the properties required for practical applications 
including proton conductivity, permeation, swelling or mechanical stability.   
 
In this study we describe our recent efforts to develop hybrid membranes with a unique 
microstructure by exploiting phase separation based on depletion aggregation - a well-
known phenomenon in colloids. Phase separation, in general, is one of the most 
fundamental phenomena responsible for the formation of heterogeneous structures in 
condensed matter. It is commonly observed in various systems including metals, 
semiconductors, simple liquids, and complex fluids such as polymer solutions, colloidal 
suspensions, emulsions, and protein solutions. [32] Colloidal suspensions, in particular, 
aggregate, phase separate, or form a gel, when there are strong attractive interactions 
between the particles. Strong attractive interactions can be generated in a colloidal 
suspension either by adding salt or by adding a polymer that is not absorbed by the 
particles (non-interacting polymer). Addition of a non-adsorbing polymer to a colloidal 
suspension induces interparticle depletion attractions, whose range and depth can be 
tuned independently by altering either the polymer’s molecular weight or concentration. 
[33, 34]  
 
The theoretical framework for the depletion phenomena was first presented by Asakura 
and Oosawa [35] in 1954, and extended by Vrij [36] in 1976. Classic examples of 
depletion attraction are the creaming of latex droplets in the presence of added polymer 
[37] and the aggregation of red blood cells under the influence of proteins in the blood 
serum. [38] Application of depletion interactions to induce phase separation has raised a 
substantial interest in experiments [39, 40], theory [41, 42], and simulations [43, 44] over 
the last decades. 
 
As mentioned earlier addition of a polymer to a colloidal suspension can induce attractive 
(depletion) interactions between the particles (Figure 1). These attractive interactions 
arise because of differences in osmotic pressure surrounding the particles. The attractive 
interactions can lead to particle clustering, aggregation and, in some cases, formation of a 
percolated network of particles, which eventually leads to gelation (Figure 2). Network 
formation and subsequent gelation prevents coarsening of clusters and aggregates. 
Eventually, the gel becomes strong enough to prevent flocculation and can potentially 
withstand mechanical stresses upon drying.  
 
In this paper, we report a new approach to fabricate Nafion/clay hybrid membranes based 
on depletion-induced interactions between the ionomer and the clay nanoparticles. We 
exploit this process to fabricate new hybrid membranes with dramatically improved 
mechanical, swelling and barrier properties. Since Nafion is negatively charged similarly 
to the clay, it serves the role of the non-absorbed, non-interacting polymer. The 
aggregation induces a particle network formation leading to gelation. [33-35,39,40,45] 
Hybrid membranes obtained by casting Nafion/clay gels were evaluated in terms of ionic 
conductivity, methanol permeability, and mechanical properties and contrasted to those 
based on pure Nafion.   
 
Experimental  
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Materials  
Nafion (DE 1021) with a total H+ exchange capacity ~1.1 meq/g was obtained from Ion-
Power as a 10 wt.% dispersion in water. Sodium montmorillonite (Na+MMT, Cloisite 
Na+) with an average cation exchange capacity of 1.0 meq/g was supplied by Southern 
Clay Products.  
 
Hybrids (NfMMT) were prepared by adding the required amount of sodium 
montmorillonite to the Nafion®
 
solution. The mixture was first stirred at 70°C for 24h and 
then left undisturbed for seven more days.  Membranes were produced by casting a 
sample onto a Teflon mold and placing in a high-pressure chamber at 160°C and 160 psi 
for 6 h. Dry nitrogen was continuously fed to the chamber to maintain a constant pressure. 
Before testing proton conductivity and methanol permeability, the membranes were pre-
treated by boiling in 3 vol.% solution of H2O2 for 1 h, followed by boiling in 0.5M H2SO4 
solution for 1h, and washing twice in boiling deionized water for 1h. [46]  
 
Physical/chemical characterization  
Linear expansion (d%) and H2O (or methanol) uptake (W%) were obtained using 
Equations. (1) and (2)  
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d0 and d1 are the lengths of the membranes before and after water (or methanol) sorption, 
while W0 and W1 are the corresponding weight before and after sorption, respectively. 
Prior to any measuring the initial length and weight the membranes were first vacuum-
dried at 80°C for 24h. Then the membranes were soaked in DI water (or dry methanol) 
for 24h at 23°C, blotted with absorbent paper to remove any surface moisture, and 
weighed and measured again. [47] 
 
Ion exchange was determined by placing the membrane in 1M salt solution at 80°C for 
24h followed by titration using a 0.1M NaOH solution with phenolphthalein as an 
indicator. The ion exchange capacity (IEC) was calculated based on the dry weight of the 
polymer.  
 
WAXD measurements were performed on a Scintag PAD X diffractometer equipped 
with a Cu Kα source (1.54 Å) operating at 45 kV and 40 mA. Scans were made from 1.0° 
to 30° 2θ at a rate of 1° per minute. The slits used were 1° and 2° for the source and 0.3° 
and 0.5° for the detector, respectively, with the wider angles closer to the sample. Low 
background quartz sample holders were used in all cases. 
 
6 
 
SAXS measurements were made on a Bruker Nanostar instrument. The setup consists of 
a Cu Kα source (1.54 Å) operated at 40 kV and 40 mA. A 2D Hi-Star area detector at a 
sample-to-detector distance of 62.5 cm was used to record the scattering images. These 2-
D images were integrated over the azimuthal angle (μ) to obtain one-dimensional 
intensity versus the magnitude of the scattering vector, q=(4π/λ)sinθ, where λ is the x-ray 
wavelength and 2θ is the scattering angle. SAXS of gel samples was obtained using 
Kapton® capillary tubes sealed with epoxy on both ends. 
 
Specimens for Cryo-Transmission Electron Microscopy (Cryo-TEM) were prepared by 
cryofracture by first immersing the samples into liquid propane. After immersion in 
liquid propane, the samples were immersed in liquid nitrogen. Samples for Cryo-TEM 
were microtomed in a Leica Ultracut cryo-ultramicrotome. Sections approximately 50-
100 nm thick were cut with a Diatome diamond knife at a sample and knife temperature 
of -110°C. Cryo-TEM was performed on a Tecnai T12 TEM using an acceleration 
voltage of 100 kV equipped with a proper cryo-stage specimen holder.  
 
Dynamic mechanical analysis (DMA) was carried out on a TA Instruments DMA Q800 
using the film/fiber tension clamp. The response as a function of temperature was 
measured by subjecting a rectangular film to a temperature swing from 32°C to 250°C at 
a rate of 5°C/min. Before measurement, the samples were dried for 24 h in air at 80°C.  
Tensile tests were performed at room temperature with an Instron 5500 Mechanical 
Tester at constant strain rate of 1 mm/min following standard ASM protocols. 
 
Ionic conductivity was measured at room temperature in a closed vessel under a 
controlled relative humidity (RH) environment. The relative humidity inside the chamber 
was controlled with different saturated salt solutions and measured with a Fisherbrand 
Traceable Digital Humidity/Temperature Meter. [48] A cell, equipped with a window to 
allow rapid equilibration, was used to measure ionic conductivity. [49] The resistance of 
the membrane was measured by AC impedance spectroscopy (HP 4192A, LF Impedance 
Analyzer) using a frequency range of 5Hz to 13MHz and an amplitude of 10 mV. A two-
point probe was used. The resistance of the membrane was calculated from the intercept 
of the real axis in the intermediate frequency domain of the impedance spectrum.  
Conductivity, σ was calculated from    
 
             lwR
d
=σ                                                        (3)  
 
where d is the distance between the two platinum electrodes, l and w are the thickness 
and width of the membrane, respectively, and R is the measured resistance of the 
membrane.  
 
A glass cell with two-compartments (source, A, and receiving, B) separated by the 
membrane was obtained from PermeGear, Inc to measure methanol permeability. 
Compartment (A) was filled with a 2.0 M solution of methanol in deionized water while 
the receiving compartment (B) was filled with deionized water. The methanol 
concentration that was transported through the membrane was determined by sampling a 
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small amount of the solution from compartment B at 25°C by gas chromatography. 
Methanol permeability was determined using the following equation [50,51]  
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where A and l are the membrane area and thickness, D and K are the methanol diffusion 
coefficient and partition coefficient between the membrane and the adjacent solution, CA 
and CB are the concentrations of methanol in compartment (A) and (B), respectively, and 
VB is the volume of the compartment (B). D was assumed constant throughout the 
membrane and K independent of concentration. P is the membrane permeability, defined 
as the product D·K. The term t0 is termed time lag, and is explicitly related to the 
diffusion coefficient, t0=l2/6D. [51] By measuring CB as a function of time, the methanol 
permeability can be calculated from the slope of the curve. CB was monitored during a 
typical 2 h period, where every 20 min a sample of 10 μl was drawn from compartment 
(B). The concentration of methanol for each sample drawn was measured 3 times by 
injecting 1 μl through a GC using a microsyringe (Hamilton 84875). A GC equipped with 
a Flame Ionization Detector (GC-FID, HP 5890) and a Supelcowax-10 fused silica 
capillary column (60m x 0.53 mm i.d., 0.5 μm films thickness; Supelco Inc.) was used. 
 
3. Results and Discussion  
The phase diagram of Nafion-montmorrilonite in water is shown in Figure 3. The 
dividing line separates samples that form a gel from those that remain either in 
suspension or flocculate and phase separate.  Samples with either a relatively high 
concentration of polymer or clay lead to a gel.  Since the clay particles and Nafion are 
both negatively charged, the requirement for a non-interacting polymer and, thus, for 
depletion aggregation is satisfied. Polymer chains with an affinity to the clay tend to 
either intercalate in the clay galleries or otherwise be absorbed on the external surfaces of 
the clay particles leading in both cases to clay particle flocculation.    
 
An alternate polymer-clay interaction mechanism has been proposed for similar systems 
that considers an initial attachment of a negatively charged macromolecule to the 
positively charged clay edge (e.g. clay counterions offer effective bridging between  
organic-inorganic surface) and a subsequent diffusion of the polymer within the clay 
galleries [52]. That kind of mechanism might well take place to some extent in the 
present system, although the lack of any organophilic modification of the clay used here 
certainly does not promote polymer migration to the intergallary space, particularly under 
anhydrous conditions 
 
The gelation is related to the mechanism of layer aggregation in clays.  A typical 
suspension of clay particles should consist of laminated aggregates along with 
delaminated areas.  Clay suspensions even in the absence of a polymer are known to form 
a gel primarily through edge-to-face interactions.  As Figure 3 suggests gelation can also 
take place by adding Nafion.  Addition of Nafion leads to either flocculation as the 
laminated face-to-face aggregates grow in size or gelation, promoted by several edge-to-
face interactions (Figure 4). Figure 5 are cryo-TEM images of a clay-Nafion gel before 
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any drying.  Thin face-to-face aggregates composed only of a few layers are connected 
with each other into a network structure via several edge-to-face interactions.   
 
The WAXD patterns for Nafion clay gels are shown in Figure 6. The WAXD pattern of a 
suspension of Na+
 
montmorillonite is included for comparison.  The latter shows two 
diffraction peaks with d-spacing of 1.25 and 1.54 nm corresponding to clay intercalated 
with one and two layers of water, respectively. Those peaks are nearly absent from the 
Nafion hybrid gels containing up to 23 wt. % clay suggesting that stacking of the clay 
layers in the gels, if at all present, is very disordered (Figure 6a).  For easy comparisons 
the clay content is expressed on a dry membrane basis. Hybrid gels containing higher 
amounts of clay (33 – 80 %) show virtually the same diffraction pattern as the Na+
 
montmorillonite sample (Figure 6b), where clay laminates predominate.   
 
The SAXS patterns for Nafion hybrid gels are shown in Figure 7.  The pattern of pure 
Nafion is also included for comparison. The diffraction peak at q = 0.043Å-1 (d = 14.7 
nm) has been attributed to ionic group clustering in Nafion.  As the water content 
increases this peak shifts to smaller q values and its intensity increases due to swelling 
that takes place in aqueous solutions. [53, 54] In the hybrid gels the ionic domain peak 
shifts to lower q values suggesting that the ionic domains get larger.  The q values for 
samples containing 23, 33  and 38 wt.% clay are 0.036, 0.029 and 0.037 Å-1, respectively. 
The corresponding d values are 17.6, 21 and 16.9 nm, respectively. The width of the peak 
for the 23 and 38 wt.% clay gels suggests that there might be more than one characteristic 
size for the domains: one with a size similar to that of the domains in Nafion and another 
with a larger (swollen) size.   
 
A series of composite membranes were prepared by casting hybrid gels at 160°C and 160 
psi for 6 h and characterized. Since surface tension forces present under drying (at 
conditions far away from the supercritical point of water) provide a mechanism for 
particle aggregation and reorganization, some of the network microstructure is expected 
to be lost upon processing.  Figure 8 is a TEM micrograph of a hybrid membrane after 
the high pressure/high temperature processing of the gel precursor.  Clearly more face-to-
face aggregation is present at the expense of edge-to-face aggregates seen in the gels.  
Indeed the WAXD pattern of the sample containing 23 wt.% clay (Figure 9) shows a 
strong diffraction peak corresponding to stacks of clay layers intercalated with a 
monolayer of water.  The peak in the WAXD pattern at low angles corresponds to the 
ionic domains.    The peak for the ionic domains in the hybrids shifts to lower angles 
(higher spacing) compared to the pure Nafion.  Additionally the peak corresponding to 
the ionic domains is quite broad suggesting that there might be more than one size 
domain present in the hybrid membranes in agreement with the SAXS data discussed 
above.  We showed earlier that small amounts of clay to Nafion lead to a significant 
shrinkage of the ionic domains of the casted membranes [55]. The fact that in the present 
study the ionic domains of the nanocomposites are found to expand rather than shrink 
points out to major rearrangements of Nafion superstructure induced by the percolated 
nature of the precursor gel. It seems reasonable to assume that such a reorganization 
includes (although not limited to) merging of smaller ionic domains towards larger 
structures. 
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At higher angles, the XRD patterns are governed by the diffraction signal of crystalline 
Nafion. Following standard peak fit procedures, each diffraction signal can be 
deconvoluted into a broad amorphous halo and a sharper crystalline component (data not 
shown here). It was found that introduction of nanoclay does not affect the crystallinity 
index (xc) of Nafion, that remains close to xc=0.19. 
 
The swelling data in water and methanol are summarized in Table 1.  The values 
provided in Table 1 are averages of two measurements. In contrast to pure Nafion, the 
hybrid membranes swell much less in either water or methanol. Pure Nafion swells 
significantly in both methanol and water.  The weight gain of pure Nafion in methanol is 
about 275 %.  Both swelling and weight gain decrease in the hybrid membranes. In the 
case of MeOH a decrease by a factor of 8 is observed. The decrease does not seem to be 
proportional to the amount of clay in the nanoparticles suggesting that the microstructure 
of the nanoparticles also plays a significant role. In particular, a pronounced minimum of 
the solvent retention was observed at 14 -17 wt.% loading. This effect can be attributed to 
the compact microstructure of the hybrids that imposes (mechanical) constrains to solvent 
absorption. At the same time, clay nanoparticles can also act as robust structural 
boundaries, limiting the accessibility of Nafion ionic domains to solvent molecules.  
Further addition of nanofiller leads to more swelling most likely due to the disruption of 
the clay network at higher clay loadings. 
 
The DMA of hybrid membranes is shown in Figure 10.   It has been long realized that 
Nafion shows two principal relaxations that has been originally explained within the 
concept of a dual glass transition for Nafion [56]. Recent systematic investigations by 
means of dielectric spectroscopy, DMA,19F solid state NMR and SAXS enabled a revised 
interpretation of Nafion local and global dynamics [54,57-59]. First, the low temperature 
β relaxation has been assigned to the genuine glass transition of Nafion, given that it is 
directly related to the onset of long range segmental mobility of Nafion main chain, 
without disturbing the electrostatic characteristics of the overall superstructure.  Second, 
the high temperature α relaxation has been attributed to the onset of long range mobility 
of both main chain and side chain giving rise to the gradual collapse of the static network 
and the subsequent evolution of a dynamic network. 
 
  Consistent with previous reports pure Nafion shows a high temperature α transition at 
around 125°C. The low temperature β transition is outside the temperature range 
measured. In contrast, the hybrid membranes show two different relaxations between 
75°C and 250°C. The first one is rather weak and it appears at 75° and 120°C for the 
nanocomposites containing 14, 23 and 17 wt.%, respectively. The second relaxation 
appears around 230°C for all hybrids and it is much stronger.  It has been reported that 
the Na+-form of Nafion shows a distinct α (ca. 240 °C) and weak β (ca. 150°C) 
relaxation. [60] Also neutralization of Nafion with a range of alkali metal ions (Na+, K+, 
Rb+, Cs+) shows little change in the α and β relaxation temperatures. [57] A partial ion 
exchange reaction between the Nafion and the Na+-clay leading to the formation of the 
Na+-form of Nafion might account for the shift to higher temperature. To further evaluate 
the origin of the temperature shift we tested a hybrid membrane after acid treatment.  
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While the relaxation shifts to a somewhat lower temperature still the transition occurs at 
160°C, which is much higher than that observed for pure Nafion. Therefore, the profound 
displacement and suppression of α-relaxation tanδ peak observed for all hybrids can be 
directly related to the molecular confinement in the vicinity of polymer-clay interface that 
drastically hinders the polymer chain motions. 
 
In addition to the temperature shift, the hybrids show dramatic increases in modulus 
(Figure 10a).  For example, the sample containing 23 wt.% clay shows a storage modulus 
about 10 times that of Nafion.  The overall DMA analysis reveals that the hybrid 
membranes are much stiffer and can withstand higher temperatures compared to pure 
Nafion. Both of these characteristics are highly desirable for use in fuel cell applications.  
A higher modulus membrane might allow the use of a thinner membrane circumventing 
problems associated with the membrane resistance.  Additionally, the mechanical 
strength at high temperature enables application requiring temperatures in excess of 100 
°C.   
Consistent with the DMA measurements the tensile tests at room temperature (Figure 11) 
showed much higher values of Young modulus for nanocomposites membranes, while 
the elongation at break systematically decreased with filler loading, indicating a more 
brittle response of  the hybrids. 
 
Figure 12 shows the ionic conductivity of pure and hybrid Nafion membranes as a 
function of the relative humidity (RH). In the specific configuration employed here, the 
conductivity measured is a combination of both normal (through-plane) and transverse 
(in plane) direction and thus we cannot rule out any anisotropy for the conductivity of 
nanocomposites. The hybrid membranes follow a similar trend to the pure Nafion; the 
conductivity decreases as the RH decreases. The difference in conductivity between 
Nafion and the hybrid membranes becomes progressively larger as the RH decreases. 
Clays are known to loose conductivity much faster than pure Nafion as the hydration 
decreases contributing to this behavior. [61]  
 
Figure 13a shows the methanol concentration at the permeate cell measured for neat 
Nafion and 23 wt% clay as a function of time. Figure 13b shows the relative permeability 
(P/Po) of methanol for Nafion and the hybrid membranes as a function of clay loading. 
The permeability of the hybrid membrane containing 23 wt.% decreases by more than a 
factor of three compared to the neat Nafion.  A selectivity (κ) term can be defined as: 
 
                                                 
P
σ
κ =                                                        (5)                  
 
This selectivity term is proportional to the ratio of ionic conductivity to methanol 
permeability of the membrane. Higher values for selectivity are preferable. Figure 14 
shows the selectivity parameters (κNfMMT) for different hybrid membranes relative to 
Nafion.  The selectivity of Nafion (κNafion) is set to one. Based on this analysis, the hybrid 
membrane containing 23 wt.% clay shows the best selectivity, mainly due to its lowest 
methanol permeability. The small decrease of ionic conductivity for the hybrid membrane 
is more than compensated by the large decrease in methanol permeability.  
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Selectivity values from 2-7 have been reported for block, graft and random copolymer 
electrolytes. However, Deluca et al. have raised concerns about the stability and 
durability of those systems [16]. We previously reported selectivity increases by a factor 
of five for clay nanocomposites based on H+-exchanged clays and measured under 
identical conditions [55]. We attribute the differences to the different counterions present 
in the clay used in the nanocomposites.  
 
4. Conclusions  
In summary Nafion/clay hybrid membranes with a unique microstructure were 
synthesized using a fundamentally new approach. The new approach is based on 
depletion aggregation of suspended particles - a well-known phenomenon in colloids. 
Using cryo-TEM we show that the clay particles in the hybrid gels form a network 
structure with an average cell size of 500 nm. Hybrid membranes cast from hybrid gels 
show significant property improvements compared to pure Nafion. Compared to pure 
Nafion the swelling of the hybrid membranes in water and methanol is dramatically 
reduced while their selectivity (ratio of conductivity over permeability) increases. The 
small decrease of ionic conductivity for the hybrid membranes is more than compensated 
by the large decrease in methanol permeability. Lastly the hybrid membranes are much 
stiffer and can withstand higher temperatures compared to pure Nafion. Both of these 
characteristics are highly desirable for use in fuel cell applications, since they might 
allow the use of a thinner membrane circumventing problems associated with the 
membrane resistance as well as enable high temperature applications.     
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Figure 1. Schematic showing a suspension of spherical nanoparticles in the absence 
(a) and in the presence (b) of a non interacting polymer. In the first case 
the particles form a stable suspension. In the latter case, strong attractive 
interactions between the particles can be generated in the presence of a 
non-adsorbing polymer (i.e. a polymer that is not absorbed by the 
particles). 
 
Figure 2. Schematic showing the evolution from individual nanoparticles (a) to 
isolated clusters (b) to a percolated network (c). 
 
Figure 3. Phase diagram for the Nafion-clay system in water. Filled symbols 
represent gel samples.  Samples that have not led to a gel (sols) are shown 
with non-filled symbols. 
 
Figure 4. Schematic representing clay-polymer systems: face-to-face aggregation 
(top) and edge-to-face aggregation (bottom)  
 
 
Figure 5. Cryo-TEM of Nafion-clay hybrids gels before any drying  
 
 
Figure 6. WAXD of Nafion-clay hybrid gels before drying 
 
Figure 7. SAXS of Nafion-clay hybrid gels before drying 
 
Figure 8. TEM micrograph of 23 wt.% clay hybrid membrane after casting 
 
Figure 9. WAXD of Nafion-clay hybrid membranes 
 
Figure 10. DMA of Nafion and Nafion- clay hybrid membranes: a) Storage modulus 
as a function of temperature and b) tan δ as a function of temperature   
 
Figure 11.      Stress-strain curves of Nafion and 23 wt% clay-Nafion membranes. 
 
Figure 12.        Ionic conductivity vs. relative humidity [% RH] for Nafion and Nafion 
clay hybrid membranes 
 
Figure 13. a) Methanol concentration (wt.%) at the permeate cell as a function of 
time for pure Nafion and 23wt% nanocomposite membranes. 
                         b) Relative Permeability of Nafion and Nafion-clay hybrid membranes 
 
Figure 14. Relative Selectivity of Nafion and Nafion-clay hybrid membranes 
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Table 1 Swelling Data of Nafion and Nafion-clay Hybrid Membranes 
 
 
 
 
 
 
 
 Nafion 14 wt.% clay 17 wt.% clay 23 wt.% clay 
Water Swelling  
(d/d0, %)  
22 7 13 13 
Water Absorption  
(W/W0 %)  
7 2 4 6 
MeOH Swelling  
(d/d0, %) 
111 46 16 93 
MeOH Absorption 
(W/W0, %) 
275 33 35 59 
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Figure 1. Schematic showing a suspension of spherical nanoparticles in the absence 
(a) and in the presence (b) of a non interacting polymer. In the first case 
the particles form a stable suspension. In the latter case, strong attractive 
interactions between the particles can be generated in the presence of a 
non-adsorbing polymer (i.e. a polymer that is not absorbed by the 
particles). 
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Figure 2. Schematic showing the evolution from individual nanoparticles (a) to 
isolated clusters (b) to a percolated network (c). 
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Figure 3. Phase diagram for the Nafion-clay system in water. Filled symbols 
represent gel samples.  Samples that have not led to a gel (sols) are shown 
with non-filled symbols. 
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Figure 4. Schematic representing clay-polymer systems: face-to-face aggregation 
(top) and edge-to-face aggregation (bottom) 
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Figure 5. Cryo-TEM of Nafion-clay hybrids gels before any drying 
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Figure 6. WAXD of Nafion-clay hybrid gels before drying 
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Figure 7. SAXS of Nafion-clay hybrid gels before drying 
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Figure 8. TEM micrograph of 23 wt.% clay hybrid membrane after casting  
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Figure 9. WAXD of Nafion-clay hybrid membranes 
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Figure 10. DMA of Nafion and Nafion- clay hybrid membranes: a) Storage modulus 
as a function of temperature and b) tan δ as a function of temperature   
0 50 100 150 200 250 300
10-1
100
101
102
103
104
St
or
ag
e 
M
od
ul
us
 (M
Pa
)
Temperature(oC)
 Nafion
 14 wt.% clay
 17 wt.% clay
 23 wt.% clay
Figure 10a
St
or
ag
e 
M
od
ul
us
 (M
Pa
)
0 50 100 150 200 250 300
0,0
0,1
0,2
0,3
0,4
0,5
Ta
n 
δ, 
(E
''/E
')
Temperature (oC)
 Nafion
 14 wt.% clay
 17 wt.% clay
 23 wt.% clay
Figure 10b
Ta
n 
δ, 
(E
''/E
')
29 
 
0.0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2 2.4
0
2
4
6
8
10
12
14
16
18
20
St
re
ss
 (M
pa
)
Strain (mm/mm)
 23 wt.% clay
 Nafion
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 11.      Stress-strain curves of Nafion and 23 wt% clay-Nafion membranes. 
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Figure 12. Ionic conductivity vs. relative humidity [% RH] for Nafion and Nafion  
                        clay hybrid membranes  
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Figure 13. a) Methanol concentration (wt.%) at the permeate cell as a function of 
time for pure Nafion and 23wt% nanocomposite membranes. 
                         b) Relative Permeability of Nafion and Nafion-clay hybrid membranes 
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Figure 14. Relative Selectivity of Nafion and Nafion-clay hybrid membranes 
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